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M-A——- BASELINE RISK ASSESEMENT

. "A baseline risk assesgg;nt,\wu?l entify andbé\aracterize the
toxicity and levels of hazardous substances present, contaminant
fate and transport, the potential for human or environmental
exposure, or both, and the risk of potential impacts or threats on
human health and the environment. It will provide the basis for
determining whether or not remedial action is necessary, and a
justification for performing remedial actions. The procedures to
erform a baseline risk assessment for human health are ocutlined in
\.& perf dPlc Health Evalua Anua {SPUEM) .
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pAindent . other resources that the Sachuaat puat utilize when (‘%,W
berformthd the baseline risk assessment include L FPA's Ssuperfund V' .--
Expgsure essme Manu (SEAM), the Integrated Risk Information

System (IRIS), the Public Health Evaluation Database (PHRED), and
( | the Interim Final Risk Assessmant Guidance for Superf

|- Enviro tal Evaluation Man .
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related contaminants as well as specific effects such as
carcinogenicity, reproductive dysfunction,
teratogenicity, neurotoxicity and other metabolic
alterations; plus the effect on aguatic and terrestrial
wildlife posed by facility-related substances.

;4; ‘V‘ - Assess impact by identifying acceptable exposure
€y V*ﬂ guidelines or standards, comparing estimated doses with

eze guidelines or standards. For target chemicals at
the

cike that are designated as carcinogens by USEP. l\Iﬁﬁ‘
aAgency evaluations and techniques be utilized o

estimate the increase in cancer risks. ‘w/iil
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The <5R& will be conducted in accordance with the—precedures
desoribed-+n USEPAte risk assessment guidance .-Risl-hasesment
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Task 4 - Laboratory and Bench S8cale Studies

If needed, laboratory and/or bench-scale gtudies will be used to
determine the applicability of remedial technologies to facility
conditions and problems. The analysis of techneologies will be
based on a literature review, vendor contracts and past experience
to determine the testing requirements. This task should not be
initiated until sufficient evidence of contamination exists to
war-ant a screening of alternatives for remediation purposes.
Laboratory and bench-scale studies will be conducted for processes
that may be applicable as remediation technologies

b If necessary, a testing plan will be developed identifying the
‘ type(s) and goal(s) of the study(ies), the level of effort needed,
, and data management and interpretation guidelines for submission
i to IEPA and USEPA for review and approval.

Upon completion of the testing, the results will be evaluated to
assess the technologies with respect to the specific guestions
related to the facility as identified in the vesting plan. Scale
up those technologies selected based upen review and approval of
test results by the IEPA Project Manager.

If laboratory and bench-scale testing is required, a report
sunmarizing the testing program and its results, both pos1t1ve.and
negative will be prepared. This report, along with other technical
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